
Prices include delivery on orders over £150490

LOADING DOCK EQUIPMENT Our expert says

Makes easy access for quicker loading/unloading

 Max  
poss  
±mm 
178 
178 
178 
178 
76 

101 
127 
127 
152 
152 
178 
178 
228 
228 
280 
280 
76 

127 
127 
178 
178 
228 
127 
178

 Max  
recomm  

±mm 
125 
125 
125 
125 
50 
70 
90 
90 
110 
110 
125 
125 
160 
160 
200 
200 
50 
90 
90 

125 
125 
160 
90 

125

 Total  
weight  

kg 
32 
44 
37 
50 
22 
27 
32 
43 
37 
50 
42 
56 
52 
70 
62 
84 
36 
39 
52 
51 
69 
64 
61 
81

 
PRICE 

 
 

 £1037.66  
 £1260.82  
 £1205.04  
 £1452.99  
 £821.96  
 £994.28  

 £1036.43  
 £1258.35  
 £1205.04  
 £1452.99  
 £1245.94  
 £1547.21  
 £1460.43  
 £1833.60  
 £1671.18  
 £2116.26  
 £1114.54  
 £1223.64  
 £1471.59  
 £1459.18  
 £1831.10  
 £1817.47  
 £1682.33  
 £2111.30 

Overall  
W x L  
mm 

1370 x 1220 
1370 x 1520 
1520 x 910 

1520 x 1220 
1520 x 1520 
1520 x 1830 
1370 x 1220 
1370 x 1520 
1520 x 910 

1520 x 1220 
1520 x 1520 
1520 x 1830 
1520 x 910 

1520 x 1220 
1520 x 1520 
1520 x 1830 
1830 x 910 

1830 x 1220 
1830 x 1520 
1830 x 1830 
1520 x 910 

1520 x 1220 
1520 x 1520 
1520 x 1830 
1830 x 910 

1830 x 1220 
1830 x 1520 
1830 x 1830 
1520 x 910 

1520 x 1220 
1520 x 1520 
1520 x 1830 
1830 x 910 

1830 x 1220 
1830 x 1520 
1830 x 1830

Usable  
width  
mm 

1295 
1295 
1450 
1450 
1450 
1450 
1270 
1270 
1450 
1420 
1420 
1420 
1450 
1420 
1420 
1420 
1750 
1730 
1730 
1730 
1450 
1420 
1420 
1420 
1750 
1730 
1730 
1730 
1420 
1420 
1420 
1420 
1750 
1730 
1730 
1730

 
Max recomm  

±mm 
125 
160 
90 

125 
160 
200 
125 
160 
90 

125 
160 
200 
90 

125 
160 
200 
90 

125 
160 
200 
90 

125 
160 
200 
90 

125 
160 
200 
90 

125 
160 
200 
90 

125 
160 
200

Total  
weight  

kg 
65 
80 
52 
70 
86 
110 
68 
85 
52 
73 
90 
115 
62 
98 
110 
135 
72 
95 

125 
155 
62 
86 
115 
135 
72 

100 
130 
155 
65 
86 
115 
140 
72 

100 
130 
160

 
REF 

 
6-5448AH 
6-5460AH 
6-6036AH 
6-6048AH 
6-6060AH 
6-6072AH 
8-5448AH 
8-5460AH 
8-6036AH 
8-6048AH 
8-6060AH 
8-6072AH 

10-6036AH 
10-6048AH 
10-6060AH 
10-6072AH 
10-7236AH 
10-7248AH 
10-7260AH 
10-7272AH 
12-6036AH 
12-6048AH 
12-6060AH 
12-6072AH 
12-7236AH 
12-7248AH 
12-7260AH 
12-7272AH 
14-6036AH 
14-6048AH 
14-6060AH 
14-6072AH 
14-7236AH 
14-7248AH 
14-7260AH 
14-7272AH

 
PRICE 

 
 £1898.06  
 £2232.78  
 £1679.87  
 £1930.28  
 £2325.77  
 £2494.38  
 £1898.06  
 £2232.78  
 £1679.87  
 £1930.28  
 £2325.77  
 £2560.08  
 £1822.43  
 £2185.69  
 £2531.57  
 £2954.33  
 £2024.50  
 £2455.94  
 £2879.95  
 £3357.24  
 £1822.43  
 £2185.69  
 £2591.08  
 £2954.33  
 £2024.50  
 £2455.94  
 £2928.29  
 £3357.24  
 £1822.43  
 £2185.69  
 £2591.08  
 £2981.59  
 £2024.50  
 £2455.94  
 £2928.29  
 £3383.27 

Height differential

Optional features 
Fork lift handles  

recommended for boards  
over 60kg 

Fixed span (please  
specify span)

REF 
 

FTH-1AH 
 

FSL-1AH 

PRICE 
 

 £233.07 /pr 
 

 £89.13 /pr 

 Cap  
kg 

2730 
2730 
2730 
2730 
2730 
2730 
3640 
3640 
3640 
3640 
3640 
3640 
4550 
4550 
4550 
4550 
4550 
4550 
4550 
4550 
5450 
5450 
5450 
5450 
5450 
5450 
5450 
5450 
6360 
6360 
6360 
6360 
6360 
6360 
6360 
6360

Total  
max load  

cap  
kg 

770 
1360 
910 

1590 
2040 
1630 
1360 
2450 
1180 
2090 
1020 
1810 
810 

1450 
680 
1180 
4540 
1700 
3040 
1270 
2270 
1020 
3630 
2720

Used to bridge the gap and height variation between vehicle 
and loading bay when loading/unloading. Dockboards are 
typically used with fork lift trucks. 
 
• Dockboards are manufactured to the same  

high standards as dockplates but with the addition  
of red painted, steel safety curbs. 

• If required dockboards can be manufactured with shortened 
locking legs to load containers at ground level, thus 
preventing the board moving forward. Backward movement is 
prevented by chains and hooks at either side of the ramp 
which locate in the container locking points. 

• Special sizes and models can be made  
to fit your requirements.

 Size  
W x L  
mm 

915 x 1220 
915 x 1220 
1070 x 1220 
1070 x 1220 
1220 x 610 
1220 x 760 
1220 x 915 
1220 x 915 
1220 x 1070 
1220 x 1070 
1220 x 1220 
1220 x 1220 
1220 x 1525 
1220 x 1525 
1220 x 1830 
1220 x 1830 
1525 x 610 
1525 x 915 
1525 x 915 
1525 x 1220 
1525 x 1220 
1525 x 1525 
1830 x 915 
1830 x 1220

 
REF 

 
 

3648AH 
H3648AH 
4248AH 

H4248AH 
4824AH 
4830AH 
4836AH 

H4836AH 
4842AH 

H4842AH 
4848AH 

H4848AH 
4860AH 

H4860AH 
4872AH 

H4872AH 
H6024AH 
6036AH 

H6036AH 
6048AH 

H6048AH 
6060AH 

H7236AH 
H7248AH

Optional features 
Fork truck lifting 

handles  
(recomm for all plates 

over 40kg) 
Side curbs  

with castor for  
easy movement 

Fixed span  
locking legs

REF 
 
 FTH-1AH 
 
 

SCC-2AH 
 

FSL-1AH

PRICE 
 
 

 £233.07  
 
 

 £366.97  
 

 £89.13 

STANDARD DOCKBOARDS

Used to bridge the gap and 
height variation between vehicle 
and loading bay when 
loading/unloading. Dockplates 
are typically used for pallet 
trucks, sack trucks, roll cages 
and pedestrian access. 
 
• Dockplates are manufactured 

from high tensile aluminium. 
• All models feature a built-in  

anti-slip finish. 
• Plates are crowned and 

bevelled for smooth operation. 
• Includes loop type handles for  

easy movement . 
• Optional feature of  

side curbs with castors  
for easy movement.

STANDARD 
DOCKPLATES

TO SELECT CORRECT BOARD  
1. Calculate height differential between vehicle 

floor level and dock level.  
2. In accordance with BS EN 1398:2009 the 

minimum width should be 700mm wider 
than the track width of the equipment being 
used, unless restricted by your loading 
facilities and measures are taken to prevent 
operator and equipment from falling.  

3. Determine max total load. If not covered by 
plates listed, then refer to dockboards below.  

4. Generally plates are for sack or  
pallet trucks, dockboards are recommended 
for fork truck use.


